


U Bolts, J Bolts & Square U Bolts 

DO YOU NEED A QUOTE FOR SPECIAL ITEMS ?
Photo copy the page below, fill in your requirements and fax it through to us on 0118 9597113

Dimensions
Qty M A D T X Material Finish

U Bolts - Round
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MATERIAL 
High grade mild steel denote as: MS, Stainless Steel (grade 316) denote as: SS
FINISH
Zinc plated denote as: ZP, Dacromet denote as: D, Galvanised denote as: G

Do you require nuts (please tick)   YES � or NO �

Dimensions
Qty M A D T X Material Finish

U Bolts - Square
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Minimum radius
without cracking
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MATERIAL 
High grade mild steel denote as: MS, Stainless Steel (grade 316) denote as: SS
FINISH
Zinc plated denote as: ZP, Dacromet denote as: D, Galvanised denote as: G

Do you require nuts (please tick)   YES � or NO �

Dimensions
Qty M A D T X E Material Finish

J Bolts
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MATERIAL 
High grade mild steel denote as: MS, Stainless Steel (grade 316) denote as: SS
FINISH
Zinc plated denote as: ZP, Dacromet denote as: D, Galvanised denote as: G

Do you require nuts (please tick)   YES � or NO �
Tolerances on bolt centres are normally plus and minus 1mm. Manufacturing lead times apply
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NOTES



Tubeclip’s EUROCLIP and TC Range’s of split clamps are used extensively by the leading
manufacturers of livestock and dairy equipment throughout continental Europe, the UK
and Ireland.

Headlock Yokes

Cow Cubicles

Photographs courtesy of Animal Comforts Ltd., Whitland, Dyfed.
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